
Non contractual pictures. May be modified without notice. This document is the sole property of DIMECO ALIPRESSE. 
It must not be communicated to third parties, nor used or reproduced without a written authorization. 
 
 

07/2013 Version 5 
www.dimeco-alipresse.com 

 

 
SIMOSTAR® TP7 Compact  

 

 

 
The SIMOSTAR system is based on a fully digital axis servo control. 
Its flexibility allows programming dedicated versions meeting the specifications 
of the most demanding customers. 
The SIMOSTAR is a fully open unit giving access to external communication. 
 

FEATURES AND PERFORMANCES 
 

- Version: Press Feeding 
- Used for press feeding and cut-to length line 
- Servo-controlled axis number: 1 
- Press control output number: 1 
- Part memory: 200 
- Sequence per part: 8 
- Sequence repeat: 99 
- Automatic calculation of production time 
- Control of the angle used 
- Part counter: 999 999 
- Batch counter: 999 999 
- Time counter 
- Adjustment axis number  
- Speed display: from 0 to 100% 
- Pitch display (mm or inch): from 0 to 999 999.999 
- Pitch micro-adjustment during production (0.01 mm) 
- Feed measurement through resolver integrated into the 
motor, accuracy: 0.05 mm 
- Dynamic slipping control 
- Software: open 
- Software with pre-programmed menus 

 

- Operator terminal: TP 700 TFT 7’’ colour graphic touch 
screen, 800x480 pixels – 16M colours 
- Terminal mounted in a cabinet 
- Mobile remote control station (Forward/Backward with 
dead man function, roll opening, 1-pitch feed) 
- Multi-languages 
- Alphabet: all 
- PFS function: full line control according to press rate and 
feed length during production 
- ADA function: acceleration, deceleration and maximum 
speed values are automatically adjusted at each feed, so 
that the pitch is executed within the angle programmed, 
jerks in the sheet are suppressed, feed is executed 
smoothly whatever the rate is, synchronization with the 
press is perfect 
- Inches/metric 
- Operating system: WINDOWS CE 6.0 
- PROFINET / ETHERNET network 
- Part programme backup on memory card: SD 
- Part programme import/export: CSV file (EXCEL) 
- USB key 

 
- To suit the CE regulation,  feeder is wired with a variator connected to a TN type network 
 . nota : if the customer’s network is of  TT or IT type, we will quote an extra transformer as an option in order to isolate the circuit 
 
 

Model Max. speed Max. rate Motor torque Motor power 

 (m/min) (SPM) (Nm) (kW) 

Feeder     
1082 150 1000 11 5.2 
1100 90 1000 27 8.5 
1125 117 1000 27 8.5 
1160 120 300 36 11.3 

MICROPRO     
R674 50 150 27 8.5 

R674/11 50 150 27 8.5 
1675 50 150 27 8.5 

1675/11 50 150 27 8.5 
1676 50 150 36 11.3 

1676/11 50 150 36 11.3 
R690 30 100 36 11.3 

R690/11 30 100 36 11.3 
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COMPOSITION 
    

 

 

 

- 1: MP TP 700 operator terminal 

- 2: PROFINET network 

- 3: Modem for tele maintenance (optional) 

- 4: SIMOTION D425 module 

- 5: SINAMICS S120 power supply module 

- 6: SINAMICS power module 

- 7: ET200SP  input/output module 

- 8: Brushless motorisation with built-in resolver 

- 9: Sheet measuring encoder (optional) 

- 10: Absolute encoder of IEC16 programmable cams 
(optional) 

- 11: Dispatcher for SAP10 controls (optional) 

- 12: DP/DP PROFINET coupler (optional) for 
communication  with another PLC (press,…etc) 
 

 
DIMENSIONS 
 

 

 
 


